
 

 

 

 

 

Conditioning Hand Sanitizer Gel- 65% Ethanol 
Formulation #GL2009 
Paper (Guide) Formulation 
12/01/20 
 
 
Conditioning Hand Sanitizer Gel* contains Brontide® and dermofeel® Sensolv MB to moisturize, 
soothe and protect skin. Jaguar® HP-120 is a natural thickener that is compatible with high levels 
of ethanol and imparts a conditioning feel to the formulation. Hands are left feeling clean, 
nourished and refreshed. 
 
How to use: Apply liberally to hands and rub for 20 seconds. Reapply as needed.  
 
 
*This formulation is a guide formulation and has not been tested. User assumes all risks. 
 
Formulation: 
 

PHASE TRADE NAME INCI NOMENCLATURE 
WT, 

% 
SUPPLIER FUNCTION 

A 

Water, Distilled Water 30.3   Carrier 

Brontide®- Natural 
Butylene Glycol 

Butylene Glycol 3.0 
Genomatica/

Glenn 
Humectant 

Ethanol Ethanol 20.0  Active 

Jaguar® HP-120 
Hydroxypropyl Guar 

Hydroxypropyltrimonium 
Chloride 

1.2 
Solvay/ 
Glenn 

Natural 
Thickener 

Citric Acid, 50% Citric Acid and Water QS  pH Adjuster 

B 

Ethanol Ethanol 45.0  Active 

dermofeel® Sensolv MB Isoamyl Laurate 0.5 
Evonik/ 
Glenn 

Emollient 

C Sodium Hydroxide, 50% 
Water and Sodium 

Hydroxide 
QS  pH Adjuster 

https://www.brontidebg.com/
https://www.brontidebg.com/
https://glenncorp.com/shop/jaguar-hp-120/
https://glenncorp.com/shop/dermofeel-sensolv-mb/


 

 

 
Procedure: 

1. Add Water, Brontide and 20% Ethanol to vessel and begin mixing to create a vortex.  
2. Slowly add Jaguar HP-120 and mix for 15 minutes.  
3. Adjust pH to 4.0-4.5 with citric acid. Mix for another 20-30 minutes to fully hydrate. 
4. Premix Phase B in a separate vessel. 
5. Gradually add Phase B into Phase A and mix until homogeneous. 
6. Adjust pH to 5.0-7.0 using Sodium Hydroxide solution. 

 
Results: 
Appearance: Translucent, viscous liquid 
pH @ 25°C: 5.0-7.0 
Viscosity @ 25°C (LVT Spindle D @ 12rpm): 3,000-5,000 cPs 
 
 
Disclaimer:  
 
While the descriptions, designs, data and information contained herein are presented in good faith and believed to be 
accurate, they are provided for guidance only. Because many factors may affect processing or application/use, Glenn 
Corp recommends that the reader make tests to determine the suitability of a product for a particular purpose prior to 
use. No warranties of any kind, either expressed or implied, including, but not limited to, warranties of merchantability 
or fitness for a particular purpose, are made regarding products described or designs, data or information set forth, or 
that the products, descriptions, designs, data or information may be used without infringing the intellectual property 
rights of others. In no case shall the descriptions, information, data or designs provided be considered a part of Glenn 
Corp’s terms and conditions of sale. Further, the descriptions, designs, data, and information furnished by Glenn Corp 
hereunder are given gratis and Glenn Corp assumes no obligation or liability for the descriptions, designs, data or 
information given or results obtained. All such being given and accepted at the reader’s risk. 

 

 
 


